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GA2 Ultra Paired Panels 
Acoustical Glass Wall 

 

WARRANTY 
Hufcor Partitions are guaranteed against defects in material and workmanship for a 

period of one year.  Warranty does not cover glass damage after delivery, abuse or misuse. 

 
 
The Hufcor Partitions have been custom made to the architect's and owner's 
specifications. Each partition has been carefully fabricated and installed to provide 
many years of trouble-free service. 
 
The key to the life of the product is proper operation and care. The correct operation 
and recommended care are outlined in this Owners Manual for your guidance. 
 
If any malfunction of these partitions occurs, please phone your local Hufcor Distributor 
for service. This must be done immediately since Hufcor cannot be responsible for 
damage which results from delays or failure to advise Hufcor or Hufcor's local 
Distributor. 
 
 
This partition was sold and installed by: 
 
 
 
 
When calling either your Hufcor Distributor or Hufcor, please have the following 
information: 
 
Job Name:   
 
Hufcor Order #:   
 
Installation Date:   
 
Description of the Problem: 
 
Person to Contact: 

OWNERS MANUAL 
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GA 2 Ultra Paired Panels Acoustical Glass Wall 

 

 
Please read through this entire Owners Manual before operating your Hufcor 
partitions.  Proper operation prevents damage and contributes to the long-life of your 
movable wall.   
 
 

Operation  
 

Partitions with Hinged Closure Panel 
1. Gently slide out 1st pair of panels from stack onto track (Fig.1) 
2. Gently open panels and move to far end opposite to stack (Fig. 2) 
3. If panels have retractable seals, place operating handle into trail end 

of panel and turn a half revolution to extend bottom mechanical seals 
(Fig.3)  

4. Repeat steps 1 to 3 with remaining panels 
5. When all panels are in line across room and seals are set, swing 

hinged closure panel to closed position in line with all panels (Fig. 4) 
6. To stack folding partition, reverse above steps from 5 to 1 

 
 
 
 
 
 
 
 
 
 
 
 
 
Partitions with Lever Closure Panel 
1. Gently slide out 1st pair of panels from stack into main track (Fig.1) 
2. Gently open panels and move to far end opposite of stack (Fig. 2) 
3. If panels have retractable seals, place operating handle into trail end 

of panel and turn a half revolution to extend bottom mechanical seals 
(Fig.3)  

4. Repeat steps 1 to 3 with remaining panels 
5. When all panels are in line across room and seals are extended, 

gently slide out last pair from stack and push against last panel 
6. Place operating handle into trail end of panel and turn a half 

revolution to extend bottom mechanical seals  
7. Place operating handle into opening on face of panel and turn to 

expand nose against wall to seal folding partition (Fig. 4) 
8. To stack folding partition, reverse above steps from 7 to 1 
 
 
 
 

Optional Pass Door: If your partition has one or more pass doors, 
set up per the instructions on page 3.  
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GA 2 Ultra Paired Panels Acoustical Glass Wall 
 
 
Optional Pass Door Panel-Setup 
 
U-Shaped (single style): The pass door has two seals. 
One located in the same place as the basic panels (A) and 
the other located inside the door jamb (B). Set the (A) seal 
first by inserting the operating key over the seal mechanism 
as shown in Fig. 5, A. Turn the operating key until the floor 
seal is extended.  This may take more than one turn. Next 
open the door and turn the seal mechanism located in the 
jamb (B) in the same way as you did for seal (A). 
 
The pass door has a retractable bottom seal. To extend the 
door seal, locate the built-in handle in the door frame (C) 
shown in Fig. 5.  Release the door seal by lifting on the 
bottom of the handle and then pulling it towards you. Next, 
pull the handle down towards the floor to the desired 
location. Pivot the handle back into the door jamb to lock the 
seal into position. Push the bottom of the handle back into 
the jamb. Be certain to return the handle to its correct stored 
position or it may interfere with, or damage, the door frame. 
 
 
Optional Bumpers:  When moving the panels to storage (not 
in opening), twist, turn, pull out the bumpers located on pass 
door panel. This will prevent the door hardware from 
contacting the glass. When panels are moved back into 
position, retract bumpers 
 

 
Maintenance 
 
After installation, this acoustical glasswall requires very little maintenance. 

 
1. Should some roughness develop in the supporting track when moving the panels, wipe off the 

inside of the bottom lips of the track on both levels with a rag. When clean, apply a small quantity 
of light grease to these lips at intervals across the full opening and stacking area. 

 
Operate the panels across the opening to evenly distribute the grease along the track. 
 

2. If it is necessary to clean metal mouldings, use warm water and soap, with a soft scrubbing 
brush: 

a. Always clean glass with a foaming glass cleaner and wipe with a dry cleaning rag. 
Liquid products should be avoided because they have a tendency to splash and leak on 
glass. These products may also be harmful to metallic surfaces surrounding the glass 
panel. 

Avoid chemical cleaners or strong detergents 

 

3. Should replacement parts be required, or for other information, contact your nearest Hufcor 
distributor. 

 
DAMAGE:  Your Hufcor partition is of a unique construction that permits replacement of individual 
parts.  Report any damage promptly to your local Hufcor Distributor.   

A 

B 

C 

Fig. 5 
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GA 2 Ultra Paired Panels Acoustical Glass Wall 

 
 
 

        RECOMMENDED PREVENTIVE MAINTENANCE 
 
We strongly recommend that you contact your Hufcor Distributor to perform an annual 
inspection for your partitions (six months if your partitions are used daily).  Regular maintenance 
will keep your partitions in good working condition and make certain they perform properly for 
many years to come.  An annual inspection includes: 
 

1. Clean and lightly lubricate all track running surfaces. 

2. Check trolleys for any signs of abnormal wear or breakage.  Replace as needed.   

3. Check out-of-plumb panels (indicating loose trolley bolts).  Correct by adjusting to plumb 
and tightening trolley nuts. 

4. Check track misalignment at all joints and intersections - correct any misalignment. 
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